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§61.191

facilities: The Feed Materials Produc-
tion Center, Fernald, Ohio; the Niagara
Falls Storage Site, Lewiston, New
York; the Weldon Spring Site, Weldon
Spring, Missouri; the Middlesex Sam-
pling Plant, Middlesex, New Jersey; the
Monticello Uranium Mill Tailings Pile,
Monticello, Utah. This subpart does
not apply to facilities listed in, or des-
ignated by the Secretary of Energy
under title | of the Uranium Mill
Tailings Control Act of 1978.

§61.191 Definitions.

As used in this subpart, all terms not
defined here have the meaning given
them in the Clean Air Act or subpart A
of part 61. The following terms shall
have the following specific meanings:

(a) Facility means all buildings, struc-
tures and operations on one contiguous
site.

(b) Source means any building, struc-
ture, pile, impoundment or area used
for interim storage or disposal that is
or contains waste material containing
radium in sufficient concentration to
emit radon-222 in excess of this stand-
ard prior to remedial action.

§61.192 Standard.

No source at a Department of Energy
facility shall emit more than 20 pCi/-
m2-s of radon-222 as an average for the
entire source, into the air. This re-
quirement will be part of any Federal
Facilities Agreement reached between
Environmental Protection Agency and
Department of Energy.

§61.193 Exemption from the reporting
and testing requirements of 40 CFR
61.10.

All facilities designated under this
subpart are exempt from the reporting

requirements of 40 CFR 61.10.

Subpart R—National Emission
Standards for Radon Emissions
From Phosphogypsum Stacks

SOURCE: 57 FR 23317, June 3, 1992, unless
otherwise noted.

§61.200 Designation of facilities.

The provisions of this subpart apply
to each owner or operator of a phospho-
gypsum stack, and to each person who

40 CFR Ch. | (7-1-00 Edition)

owns, sells, distributes, or otherwise
uses any quantity of phosphogypsum
which is produced as a result of wet
acid phosphorus production or is re-
moved from any existing phosphogyp-
sum stack.

§61.201 Definitions.

As used in this subpart, all terms not
defined here have the meaning given
them in the Clean Air Act or subpart A
of part 61. The following terms shall
have the following specific meanings:

(a) Inactive stack means a stack to
which no further routine additions of
phosphogypsum will be made and
which is no longer used for water man-
agement associated with the produc-
tion of phosphogypsum. If a stack has
not been used for either purpose for
two years, it is presumed to be inac-
tive.

(b) Phosphogypsum is the solid waste
byproduct which results from the proc-
ess of wet acid phosphorus production.

(c) Phosphogypsum stacks or stacks are
piles of waste resulting from wet acid
phosphorus production, including phos-
phate mines or other sites that are
used for the disposal of phosphogyp-
sum.

§61.202 Standard.

Each person who generates phospho-
gypsum shall place all phosphogypsum
in stacks. Phosphogypsum may be re-
moved from a phosphogypsum stack
only as expressly provided by this sub-
part. After a phosphogypsum stack has
become an inactive stack, the owner or
operator shall assure that the stack
does not emit more than 20 pCi/m2—s of
radon-222 into the air.

§61.203 Radon monitoring and compli-
ance procedures.

(a) Within sixty days following the
date on which a stack becomes an inac-
tive stack, or within ninety days after
the date on which this subpart first
took effect if a stack was already inac-
tive on that date, each owner or oper-
ator of an inactive phosphogypsum
stack shall test the stack for radon-222
flux in accordance with the procedures
described in 40 CFR part 61, appendix
B, Method 115. EPA shall be notified at
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